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OA TE: Aueust 28, 1999 

PROTECO 
Inspection and Maintenance Report 

CONDITION I 
INSPECTION ITEM COMMENTS 

I NA I MN I lA (Ind icate Locations on Plan Sheet) 

~ECURITY CONTROL 

Condition of Fence and Gates ./ Fencing surrounding the units is in good condition. Gates were found locked and in good condition . 

Condition of Signs ./ Warning signs were visible and securely attached to fence . 

Other 

EROSION CONTROLS/DAMAGE 

Perimeter Ditches , l 1'"4""<.k ./ ./ A II perimeter ditches were functioning as designed and were preventing run-on and run-off from eroding or 

2 c._. j , ('If ,. ... (, e,v. ..,, f-. 
otherwise damaging the surface armor cap. The perimeter d itch north of unit I and south of unit 2/3 is in 

good condition. The perimeter ditch north of unit 2/3 is in good condition. The perimeter ditch east of 

units 17, 13 and I 0111 and continuing north and west of unit 9 is in good condition. The perimeter ditch 

west of units 9 and 12116 is in good condition. The perimeter ditch east of unit 12/16 is in good condition 

~'xcept for the southern most end as it leaves the cap area. The erosion in this area of the perimeter ditch 

needs maintenance. The recommended repair is attached as part of this report. A small sloped area (up-

slope, southeast of Unit 13; between Unit 13 and perimeter ditch located southeast of Un it 13) needs to be 

graded - rills and gullies were observed. 

Sediment Traps ./ There were no sediment traps proposed or constructed during the closure activities. However, where the 

four corrugated metal pipes pass under the access road, a sediment trap needs to be constructed to trap 

~ediment before it enters those pipes. 
' 

Sediment Build-up ./ !Only sediment build up was described above at the inlet of the four corrugate metal pipes. See 

ecommendation. 

Culvert End-Walls ./ Fair to good condition . End-wa ll of four corrugated metal pipes is displaying some crack ing. May need 
,...-, 

maintenance in the future. Monitor condition close ly during next inspection. 
Afc~-tt;.-./16 (SP wJI'I) 

Btush/Trees/Oebris ./ None observed 
-----

I NA, no action needed; MN, maintenance needed; lA, immediate attention needed 

Page I of 5 



DATE: Aue.ust 28, 1999 

PROTECO 
Inspection and Maintenance Report 

CONIHTION L 
INSPECTION ITEM 

COMM ENTS ~ NA I MN I lA (Indicate Locations on Plan Sheet) 

Ponding or Wet Areas ./ Slight ponding observed in the perimeter ditch east of unit 13. Recommend monitor condition closely 
~uring next inspection. Perimeter ditch is approximately 8 to I 0 above unit J and approximately 25 to 30 feet east of unit IJ. 

Riprap -\""""(!.. ,c ........ . ~ h ~ 
""""\.A..~\.""'' ~ roc ~ . ./ ~ood condition . 

Other ./ The access road that separates un its 9 and 12/16 from the existing landfi ll operations has been improved. h 
!constructing, the all-weather access road with bituminous concrete pavement the shoulders of the road had 
o be built up and this resulted in blocking the outlet of the fou r corrugated metal pipes. Two of the pipes 

!are half full wh ile the third pipe is one-third full of sed iment. This needs to be corrected immediate ly. 
FINAL COVER CONDITION 

Undesirable Vegetation ../ ../ !Observed PROTECO's on-going mai ntenance program to eradica te woody plants. Un its I, 2/3 and I 0/1 1 
jare in good condition. Units 5, 9, I 3, 12/16 and 17 need maintenance to eraqicate woody plants. Most of I d I b d I I (I • I · I "'71 •".,A.Ll." ./,,., '' ' • J 

te woo y p ants o serve were ess t tan two- eet m teag 1t. ~ .. .., ... ~ .~ . .,.,~t> ,1..) ,_,.:flu-. ,., •• ·• , ~ Erosion ./ ./ ./ Uni ts I, 5, 10/ 11 , 13, 12116 17 and most of9 were in good condition.\..8..ills 1and ~s were observed on 
he fo llowing units: 2/3, northwest comer of unit 9, and cast side of south transition slope from unit 9.to 

unit 12/16. The rills and gullies on. unit 2/3 need immediate attention as some of the gullies measured from 12 to 18 inches in depth. r:or the rills measured on unit 9, only those observed in the northwest corner need 
maintenance. r:or the rills observed on the east side of south transition slope, the are relatively sma ll (3 
inches in depth) nnd it is recommended to observe their condition during the next inspection. 

Drainage ~ ... l~~t. ./ lA II units are draining well with positive surface now runoff. 
Cracks ./ !None observed. 
Depressions/Ponded Water ./ !None observed. 
Settlement ./ !None observed. 
Surface Armor / !Good condit ion. Grassy vegetation is establ ishing on some units. 

I NA, no action needed; MN, maintenance needed; lA, immediate attention needed 
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DATE: AU!!USt 28, 1999 

PROTECO I 

I 

Inspection and Maintenance Report 
CONDITIONl 

INSPECTION ITEM COMMENTS 
NA I MN I lA (Indicate Locations on Plan Sheet) 

Burrows !1-xc.:..v~,.,., c~v(.v, h1u.; ../ !None observed . 
Other 

GAS MANAGEMENT SYSTEM 

Condition of Gas Vents ../ ~Gas vents are in good condition. No gas measured from any of the gas vents . 
Other 

CAMU- LEACHATE 
COLLECTION SYSTEM 

Depth of Leachate ../ rr he leachate level was measured from the end of the out let pipe. Thirty-seven feet and seven inches was 
measured from the outlt:t pipe to the top of the leachate. The measured level of leachate is approximate ly 
12 feet in the CAMU. 

Other 

BENCHMARKS 

Condition ../ Benchmarks 2 and 3 were lost during improvements made to the access road. Benchmark I remains and is 
in good condition. Benchmarks need to be re-established near locations 2 and 3 or at alternate locations asiJ 
!appropriate. 

I 

Elevation Surveyed ../ See attached survey points and elevations. 

Other 

OTHER OBSERVATIONS 10 
Survey Plat ./ (---7 No up-date to survey plat is needed. No on-going changes in the configuration of the terrain and no 

~ 

!alterations to the surface water drainage patterns were observed . 

tJnit 9{CAMU) ../ Insta ll caps on the four, four- inch diameter access pipes installed to prevent the infiltration of prec ip itation. 

I NA, no action needed; MN, maintenance needed; lA, immediate anention needed ... 
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DATE: A UI!USt 28. 1999 

PROTECO 
Inspection and Maintenance Report 

CONDITION I INSPECTION ITEM 
COMMENTS NA I MN I lA (Indicate Locations on Plan Sheet) 

--

Sediment Basin ./ rrhe sediment basin is being maintained by the adjacent landfill operat ions as part of their on-going landf joperations and in accordance with their approved Puerto Rico Environmental Quality Board permit. Precipitat ion ./ !No recorded rainfall for the months of June and July. No recorded rain fall except for August 22nd when inches of precipitation was recorded at the site within a 24 hour period from Hurricane Debby. lncludir he rills and gullies observed, the surface armor cap has held up very wel l. 

I NA, no action needed; MN, maintenance needed; lA, immediate attention needed 
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DATE: August 28, 1999 

ITEM 

Unit I 
Unit 2/3 
Unit S 

Unit 9 

Unit lOIII 
Unit 12/ 16 

Unit 13 

Unit 17 

DATE OF INSPECT ION: 

PROTECO 
Inspection and Maintenance Report 

I MAINTENANCE oR REPAIRS REQUIRE» 1 TonE c~~oucTED 1 DATE 
COMPLETEO 

No maintenance or repairs required . PROTECO 
Repair rills and gu ll ies. PROTECO I 

Maintenance needed for woody plant PROTECO 
eradication. 
Repai r rills in northwest comer and in east side PROTECO 
of south transit ion slope to un it 12116. 
Maintenance needed for woody plant 
eradication. 
Construct sediment trap near inlet of four 
corrugated metal pipes. 
Install caps on the four, four-inch diameter 
access pipes for drainage field. 
No maintenance or repairs requ ired. PROTECO 
Maintenance needed for woody plant PROTECO 
eradication. 
Repair perimeter ditch at southeast corner of 
unit. 
Maintenance needed for woody plant PROTECO 
eradicat ion. 
Maintenance needed for woody plant PROTECO 
eradication. 
August 23, 1999 INSPECTOR: Steven R. Youngs 

~Jf'LA D . V\8 A/ \ AF,.,.. 

/\ ,_ l I 

I NA, no action needed; MN, maintenance needed; lA, immediate attention needed 
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